
Kompatybilność modułów FX z patchpanelami:  
PP-24/FX/C , PP-24/FX/CK, PP-24/RJ-FX/6C, PP-24/FX/C1, PP10-12/K 

 

FX-RJ45-55 + 

FX-B1 + 

FX-B2 + 

FX-BNC1 - 

FX-BNC2 - 

FX-C1 + 

FX-C2 + 

FX-C3 + 

FX-F1 + 

FX-HDMI1 - 

FX-RJ11 - 

FX-RJ45-51 - 

FX-RJ45-52 - 

FX-RJ45-53 - 

FX-RJ45-54 - 

FX-RJ45-56 - 

FX-RJ45-57 + 

FX-RJ45-61 - 

FX-RJ45-62 - 

FX-RJ45-63 - 

FX-RJ45-64 - 

FX-RJ45-65 + 

FX-RJ45-6A-01 - 

FX-RJ45-6A-02 - 

FX-RJ45-G/RJ45-G + 
FX-RJ45-G/RJ45-G/6 + 

FX-USB - 

FX-USB/C - 

FX-USB3.0 + 

FX-SC - 

FX-Z1 + 

FX-Z + 

FX-RJ11/12 -  
 

dozwolony montaż jeden obok drugiego w 
+ patchpanelach: PP-24/FX/C , PP-24/FX/CK, PP-24/RJ-FX/6C,  

PP-24/FX/C1, PP10-12/K 
 

-  dozwolony montaż co drugi port 

  



Compatibility of FX modules with patchpanels:  
PP-24/FX/C , PP-24/FX/CK, PP-24/RJ-FX/6C, PP-24/FX/C1, PP10-12/K 

 

FX-RJ45-55 + 

FX-B1 + 

FX-B2 + 

FX-BNC1 - 

FX-BNC2 - 

FX-C1 + 

FX-C2 + 

FX-C3 + 

FX-F1 + 

FX-HDMI1 - 

FX-RJ11 - 

FX-RJ45-51 - 

FX-RJ45-52 - 

FX-RJ45-53 - 

FX-RJ45-54 - 

FX-RJ45-56 - 

FX-RJ45-57 + 

FX-RJ45-61 - 

FX-RJ45-62 - 

FX-RJ45-63 - 

FX-RJ45-64 - 

FX-RJ45-65 + 

FX-RJ45-6A-01 - 

FX-RJ45-6A-02 - 

FX-RJ45-G/RJ45-G + 

FX-RJ45-G/RJ45-G/6 + 

FX-USB - 

FX-USB/C - 

FX-USB3.0 + 

FX-SC - 

FX-Z1 + 

FX-Z + 

FX-RJ11/12 -  

 

 

permitted side-by-side assembly in 
+ patchpanels: PP-24/FX/C , PP-24/FX/CK, PP-24/RJ-FX/6C, PP-24/FX/C1,  
                            PP10-12/K 

  

 - permitted assembly of every second ports  


